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| IMPORTANT NOTE |

The entire string that is sent from the start character [*) to the end character [<cr>) must be received
within 500 milliseconds or less, otherwise the entire transmission will be voided.

If sending commands manually using a window on a PC [e.g., Hyperterminal), store the desired
commands inte a text file (multiple commands are allowed) and use Hyperterminal to transfer this
text file to the instrument.

Ceneral format to set a value
[start charzcter][two byte address][two byte command mmensomic ][ |[valee][, ] [chksum][er]

Example to set the pump size to 20 Iters per sacond

In BS-232/422 mode, checksuwm disabled:

Send: PR <er=

Response: OR: 20 co<cr=

In the B5-485 mode, checksum enabled:

Send: =OEPS:20,00<cr=

Response: 05,05 X0 co=er=

Command Description Parameter

UM Set Pressure Umits Torr, mBar, Pascal

P5 Set Pump Size WM N (liters per second)
HV TwonHV Onor OFF  On, OF

P Set Set Pomt MM e-X (0.0 15 off)

L% LT Set Max Volis W0 {(will be rounded to the nearest 500 volis)
MC Set Max Current MM (1-25 mA)

Figure 12: Serial Interface Parameter Control Command Format

Serial Cable - PC to 751

D-sub 9 pin female D-zsub 9 pin male
to PC Comm port 1o Terranova Modal 751
Ax Pin2 —— Pin 2 7x
Tx PIn3 . Pin 3 Ax
Common Pin 5 Pin 5 Comman

Figure 13: Serial Cable - PC to 751
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